
REPLACEMENT CHARTS 

Standard recorders supplied by Mannings are suitable for type 'K' chromel/alumel 
thermocouples. Polarised sockets for each channel are fitted to the rear for ease of connection.  
Normal temperature range is 0 - 1200oC.  Other temperature ranges and instruments to suit 
other thermocouple types can be supplied on request. 

Temperature  
Measurement 
 

Temperature Recorders 
 
Accurate temperature recording is 
an essential requirement for all 
pre and postweld heat treatment operations. 
Recorders installed in Mannings heat treatment units are 
supplied only by the leading manufacturers. 
Mannings supply as standard, recorders fitted in a  
lightweight aluminium carry case for protection (as shown 
in picture opposite).  

Chino 12 point recorder 
Stock No. 40135 

CALIBRATION UNITS 
 
Recorders supplied by Mannings are calibrated 
accurately with test equipment traceable to national 
standards. 
It is recommended that recorders are checked and 
calibrated at least every 6 months. Mannings supply 
accurate easy to use high quality instruments for this 
purpose complete with a calibration certificate traceable 
to national standards. 
Accuracy of the recorder is of paramount importance to 
avoid  inaccurate heat treatment temperatures and 
consequent damage to the work piece. 

Calibration Unit 
Stock No. 43100 

CONSTANT VOLTAGE UNITS 
 

This instrument can be set to inject a constant millivolt 
signal into a spare channel on the recorder. 
The signal shows as a constant temperature trace and 
serves as a monitor to reveal  any measuring fault in the 
recorder. 
This unit should not be used as a calibration instrument. 

Stock No. 43200 

REF:No. DESCRIPTION 

40135 12 POINT (EH) CHINO RECORDER 

40120 24 POINT (EA) CHINO RECORDER 

REF:No. DESCRIPTION 

42600 SEKONIC 180mm CHART (0-1200) 

42300 CHINO 180mm CHART (0-1200).40135 

42310 CHINO 250mm CHART (0-1200).40120 

OTHER MAKES OF RECORDER AND RECORDER CHARTS CAN BE SUPPLIED ON REQUEST 
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STANDARD RECORDERS 


