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HEATING TAPES 
TYPE MSL  
Mannings Self Limiting heating tape, is designed for freeze protection of 
pipework and the temperature maintenance of process system pipework in 
commercial and industrial applications. 
The heating cable is constructed to comply with the requirements of BS 6351 
Part 1 : 1983 and has a 2.1. service category.  

Some major features of MSL are: 
 
· Withstands temperatures down to -40oC 
· Power outputs up to 33 watts/metre at 

10oC 
· Optional overbraid and outer jacket for 

hostile environments 
· Supplied in lengths up to 200m 
· Approved for use in Zone 1 hazardous 

areas (braided versions) 

Some advantages of MSL are: 
 

· Parallel circuitry allows cutting to any 
length 

· Especially suitable for use on plastic 
pipes 

· Can safely be overlapped 
· Built in cold supply leads 
· Simple on-site cold working flame free 

terminations 

Some applications of MSL are: 
 

· Domestic hot water systems 
· Low temperature oil lines 
· Caustic soda pipes and tanks 
· Food processing 
· Chemical production 
· Refrigeration  

MSL SPECIFICATION RANGE 
Output at 240V  W/m 10/16/26/33 
Bus bar size  mm2 1.3 
Max. pipe temp.  oC 65 
Max. withstand temp.  oC 85 
Max. withstand temp oC -40 
Max. circuit length  m 200/165/130/105 
Inrush current at 10oC  Amps/m 0.066 

 0.131 
0.230 
0.265 

Dimensions  mm 9 x 4 & 11.5 x 4 


