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HEATING PANELS 
TYPE MLS  
MANNINGS LAMINATED SILICONE rubber heating mats are designed for the 
temperature maintenance of process industry tanks, vessels, vats and platens. 
They are extremely lightweight and highly flexible and can be produced to 
accommodate complex geometries. 
Type MLS  constant wattage heating mats consist of an accurately formed and 
positioned resistance wire element of proven reliability laminated between sheets of 
heat resisting silicone rubber.  

Some major features of MLS are: 
 
· Withstands temperatures down to -

40oC 
· Waterproof construction, suitable for 

indoor and outdoor applications 
· Available in a wide range of power 

densities 
· Available for 12 - 240V power 

supplies 
· Sizes up to 90cm x 200cm 

Some advantages of MLS are: 
 
· Lightweight 
· Low thermal mass 
· Built-in cold supply lead 
· Non-linear or graded output 
· Irregular and complex shapes  

Some applications of MLS are: 
 

· Storage tanks and vessels 
· Press platens 
· Drum heating 
· Propagators and incubators 
· De-icing 
· Anti-condensation  

MLS SPECIFICATION RANGE  

Output at 240V  W 250/500/1000 

Supply cable size (2 core)  mm2 1 

Supply cable length (std.)  m 1 

Max. operating temperature  oC 180 

Max withstand temperature oC 200 

Min withstand temperature oC -40 

Dimensions mm 450 x 610 
450 x 1220 
880 x 1220 


